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No part of this manual shall be reproduced, copied or disseminated by
any means, without prior authorization in writing.

reserves the right to make any necessary changes without giving

prior notice, in order to optimize the quality and safety features and
does not commit itself to updating this manual every time a change is
made.

This booklet provides a thorough and accurate description of the
instruction and maintenance activities to be carried out on the tiller
you purchased.

We congratulate you on your choice and urge you to thoroughly
familiarize yourself with and follow the instructions contained in this
manual.

This will assure you a long, safe and trouble free working life for your
Tiller.

The Manufacturer shall not assume any responsibility should
problems arise as a result of lack of compliance with the
instructions and / or operator's negligence

The manual is divided in chapters and paragraphs and the pages are
numbered, thus offering accurate and precise information.

The requested information can be easily found by searching the key
words or referring to the index.
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GENERAL INFORMATION

SYMBOLS

This booklet contains three "safety pictograms" which highlight the relevant
danger levels or important information:

Indicates an imminently hazardous situation that, if not
avoided, will result in death or serious injury. The signal
Danger word is to be limited to the most extreme situations,
typically for machine components that, for functional
purposes, can not be guarded.

Indicates potentially hazardous situations that, if not

Warning avoided, could result in death or serious injury, and
includes hazards that are exposed when guards are

removed. It may also be used to alert against unsafe

Indicates a potentially hazardous situation that, if not
-0lale 0l avoided, may result in minor or moderate injury. It may
also be used to alert against unsafe practices.

It is used for general information, when people's safety
or the efficiency of the parts is not at risk.

A Impor tant

SAFETY LABELS

The safety labels and information on the machine, described below, must be
complied with. Failure to comply with these warnings may result in severe injuries
or even death. Make sure that the labels are always present and legible: should
this not be the case, contact your nearest dealer to request replacements.
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A DANGER
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FALING TO FOLLOW SAFETY MESSAGES AND OPERATING INSTRUCTIONS CAN CAUSE SERIOUS BODLY
INJURY OR EVEN DEATH TO OPERATOR AND OTHERS I THE AREA

2 SEAT BELTS ROPS |3 SAFETY SHOES MARD 14
{m HAT. SAFETY GLASSES
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1 READ OPERATOR'S MANUAL CAREFULLY AND PAY ATTENTION TO SAPETY DECAS FOR TRACTOR AND TALLER THORD-
MVL[

Lo ABUSE. AND ACCIDENTS.
2 OPERATE OMLY L o
TURN ALLOW NO RIOERS ON TRACTOR OR TLER FACLING OFF CAN CAUSE SEROUS IAURY R DEATH BY SEING RN
OVER BY TRACTOR OR TKLER OR BY BEMO CUT 8 THE ROTATAG TRAER BLADES ALLOW WO CHLOREN ON OR NEAR
TLLER OR TRACTOR
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4 WOCK UP OR SUPPORT MACHNE SEVERELY EFORE PUTTGHNANDS OR FEET UNCER. O WORKING UNDERNEATH
LFTED PARTS TO AVOID CRUSHING ALURY OR EVEN DEATH FROM SUDDEN MADYERTENT CROPPNG WAKNG SURE
AREA § CLEAR BEFORE LOWERWG
S BEFCRE TRANSPORTING, PUT LFT LEVER ¥ LETIOETENTPOSITION AND FOLLOW TRAFFIC CODES SLOW DOWN AT
NOHT, N TURNS & ON MLLSOES.
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Optionally using removed of safety Guard
of Rotary may cause a critical danger to the
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1 MAKE SURE DRIVELINES ARE OF THE CORRECT LENGTH AND PROPERLY CONNECTED. DRIVELNE SEPARA-|
TION ANDIOR PTO STUB SHAFT FALLURE CAN CAUSE INJURY OR DEATH(Ses Opertors Maral o procedure)
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2 MAKE SURE TMAT DRIVELINE SHIELDS ARE INSTALLED CORRECTLY AND TURN FREELY TO AVOID NJURY
OR DEATH FROM ENT ANGLEMENT

3 MAKE SURE THAT DRIVELINE 1S INSTALLED CORRECTLY ON TRACTOR PTO SHAFT MOVE YOKE BACK AND

o || @ %@

UNTIL LOCKING COLLAR CLICKS FORWARD AND LOCKS YOKE IN PLACE.
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Model Tiller (sample)

Model Tiller (sample)

OTHER LABELS

Other labels (lubrication recommendation, tiller identificationsand Terra Force brand)
are put on the machine, according to following table:

Follow the steos below when you fill up or exchange O
@ Model YJC 052

Theplace | What kind |Thevoume | Thetmeto o
of fill up of Oil of0l | once | twice

Transfer case | Gear Ol #90 | 082 | 30 hus [250 hows
Gear Case | Gear 01490 | 102 | 30 tous 250 hous A Impor tant
ofmerat, | Greasy 30 hours | 250 hurs

CrossJoint | Grease | Evenine usingjoint o sidepert

When asking for information or service, always specify the
Mode!l and the Serial Number of the machine.
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TECHNICAL DATA
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Model | Tilling Width Weight | Tilling Depth Side Drive Blades
(inches) (Ibs) (inches) Chain Gears B/flange |Total q'ty

YJC042 42 15~24 303 6 w2 O - 4 16
YJC048 48 18~25 330 6 w2 O - 5 20
YJC052 52 15~35 395 6 vz O 6 36
YJCO062 60 26~35 533 8" O o 6 36
YJCO074 72 35~50 588 8" O - 7 42
ER 062 62 26~35 656 7 vz - O 7 42
ER 074 74 30~50 706 7 vz - O 9 54
YJR062 62 26~35 593 7 - @) 8 48
YJRO74 74 46~52 | 919 8" - O 7 42
YJRO80 80 50~80 1064 8" N @) 8 48
YJRO090 90 60~90 1124 8" - O 9 54
GM102 102 90~110 1737 9 vz - O 10 60
MAIN PARTS

A) Frame LH

B) Frame RH

C) Upper Cover

D) Lower Hitch Pins
E) Upper Hitch Pin

F) PTO Shield

G) Third Point Mast
H) Rotor

1) Tines

J) Skids

K) Gear Box

L) Transmission Case
M) Leveling Board
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RECOMMENDED USE

The Tillers, described in this instruction and maintenance manual, have been
designed expicitly to till the land, Any other use jeopardizes the operator's safety
and the machine integrity.

INAPPROPRIATE USE

Tillers shall not be used as follows:

Connected to vehicles which do not have a suitable power or weight.

Without being properly installed by securing the hitch blocks to all three points
of the tractor lift unit.

Tilling of extremely stony or unsuitable ground.

Raising or lifting of the equipment when the power takes off is engaged.

In close proximity to person/s when power is engaged.

Do not stand or step on the equipment when it is being operated or transported.
Do not operate the machinery while wearing unsuitable (loose fitting) clothing.

TORQUE SPECIFICATIONS

For correct hardware tightening on the tillers, we suggest the use of suitable torque
wrench and the applicable torque as listed in the table below

METRIC-THREADED FASTENERS

TIGHTENING TORQUE
Class

Size 8.8 10.9

Nm Ft b Nm Ft Ib
M6 10 7 14 10
M8 24 18 33 24
M10 47 35 65 48
M12 81 60 114 84
M14 128 94 181 133
M16 197 145 277 204




